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Shapes and dimensions/Characteristics
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Type A B+l B C D E min. F [
El-12.5 12.5+0.3 8.90+0.35 7.40+0.20 5.00+0.20 2.40+0.20 9.0 5.10+0.20 1.50£0.15 o
EI-12.5K 12.5£0.3 9.40+0.40 7.40%0.20 5.00£0.20 2.40%0.20 9.0 5.10+0.20 2.00£0.20
EI-16 16.0£0.3 14.2+0.4 12.2+0.2 4.80+0.20 4.00+0.20 11.7 10.2+0.2 2.00£0.20 o
EI-19 19.0+0.4, -0.3 15.8+0.5 13.4+0.3 5.00£0.20 4.50+0.20 14.2 11.0£0.3 2.40£0.20 o
EI-20K 20.0+0.3 15.85+0.35 13.55+0.25 5.00£0.20 4.55+0.15 14.3 11.15+0.15 2.30£0.10 o
El-22 22.0+0.5, -0.4 18.6%£0.5 14.6%£0.3 5.80£0.30 5.80+0.30 15.6 10.6%£0.3 4.00£0.20 o
EI-22D 22.0+0.5, -0.4 19.1+0.5 14.6%0.3 5.75%£0.30 5.80+0.30 15.6 10.6%£0.3 4.50+0.20 o
El-22E 22.0+0.5 19.3+0.4 15.3£0.2 5.60%0.20 5.60%0.20 15.5 11.3£0.2 4.00+0.20
EI-25L 25.0+0.5 20.0+0.4 16.94+0.3 6.40%0.20 6.40+0.20 18.4 13.5%+0.3 3.10+0.10
EI-25D 25.3+0.5 18.25+0.45 15.55+0.25 6.75+0.25 6.50+0.30 19.0 12.35+0.25 2.70£0.20 o
El-25.4 25.4+0.5, -0.4 19.2+0.5 16.0£0.3 6.35£0.30 6.35+0.30 18.6 12.94£0.3 3.20+0.20
El-25.4K 25.4+0.5, 0.4 12.7+0.4 9.50+0.20 6.35+0.30 6.35+0.30 18.6 6.40%0.20 3.20+0.20
El-28 28.0+0.6, -0.5 20.3+0.6 16.8+0.3 10.7+0.3 7.20%+0.30 18.5 12.3+0.3 3.50+0.30 o
EI-30 30.0+0.7, -0.5 26.8+0.6 21.3+0.3 10.7+0.3 10.7+0.3 19.5 16.3+0.3 5.50+0.30 o
EI-33 33.0+0.5 28.3+0.6 23.320.3 12.7+0.3 9.70+0.30 23.1 19.1+£0.3 5.00+£0.30 o
EI-33E 33.0+0.5 28.75+0.55 23.75+0.25 12.7£0.3 9.70+0.30 23.6 19.25+0.25 5.00£0.30 o
EI-35A 35.0+0.7, -0.5 29.2+0.6 24.2+0.3 10.0+£0.3 10.0%£0.3 24.5 18.2+0.3 5.00+0.30 o
EI-35E 35.0+0.7, -0.5 29.7+0.5 24.2+0.3 11.7+£0.3 10.0£0.3 24.6 18.25+0.25 5.50+0.20
El-40 40.0+0.9, -0.6 34.8+0.6 27.310.3 11.7+0.3 11.7+0.3 27.0 20.310.4 7.50+0.30 o
El-44 44.0+0.9, -0.6 37.3x0.7 30.3x0.4 15.0+£0.4 11.7+0.3 31.2 23.3x0.4 7.00£0.30 o
EI-50 50.0+0.7 42.3+0.7 33.3x0.4 14.6+£0.4 14.61£0.4 34.3 24.8+0.4 9.00+0.30 o
EI-60 60.0+1.2, —0.8 44.5+0.8 36.0+0.5 15.6+£0.4 15.6%0.4 43.7 28.0+0.5 8.50+0.30 o
oogd AL value(nH/N2)+25% 0000 Core parameters Weight
Type MB1 MB3 MB4 MBT1 Ci(mm-1) Le(mm) Ae(mmz2) Amin(mm?2) Ve(mms3) (g/set)
El-12.5 1260 1500 1500 1780 1.44 21.4 14.9 12.0 319 1.9
El-12.5K 1260 1500 1500 1780 1.44 21.4 14.9 12.0 319 1.9
EI-16 1100 1300 1300 1630 1.81 34.7 19.2 19.2 666 3.4
EI-19 1180 1200 1200 1760 1.71 39.3 23.0 22.5 903 4.7
EI-20K 1230 1400 1400 1840 1.63 39.6 24.3 22.8 963 5.0
El-22 1790 2000 2000 2660 1.11 41.7 37.5 33.6 1560 8.6
EI-22D 1800 1970 1970 2670 1.11 41.8 37.7 33.4 1580 8.8
EI-22E 1530 1730 1730 2180 1.20 43.0 35.8 31.4 1540 8.5
EI-25L 1690 1700 1700 2540 1.21 49.4 40.7 39.7 2010 10.4
EI-25D 1770 2200 2200 2660 1.14 46.9 41.0 36.5 1920 10.0
El-25.4 1700 2100 2100 2560 1.20 48.4 40.3 39.4 1950 10.1
El-25.4K 1970 2560 2560 2750 0.880 354 40.2 39.4 1420 7.5
El-28 3460 3940 3940 5130 0.574 48.5 84.4 75.0 4090 22.2
EI-30 3900 4500 4500 5860 0.524 58.2 111 107 6460 34.2
EI-33 3740 4400 4400 5690 0.559 66.7 119 107 7950 41.6
EI-33E 3690 4500 4500 5620 0.567 67.5 119 114 8030 41.9
EI-35A 3190 3830 3830 4870 0.659 67.7 103 100 6950 36.7
EI-35E 3750 4500 4500 5720 0.558 68.1 122 117 8310 43.9
El-40 4120 5000 5000 6330 0.516 76.9 149 137 11500 61.3
El-44 4690 6000 6000 7250 0.461 86.7 188 176 16300 86.2
EI-50 5220 6500 6500 8130 0.417 94.9 228 213 21600 115
EI-60 5000 6500 6500 0.444 110 248 242 27200 142

goboooooooooooooooooooooooOooboOobOooOoOObObOOOOOObODOOOOOODOOObOODODOOODOBOD
00000000000000000000000000000000000000000000O0



	products
	Ferrite materials
	Low power loss material
	Characteristics
	Permeability vs. Frequency(Typical)
	Saturation flux density vs. Temperature(Typical)
	Permeability vs. Temperature(Typical)
	MB1/MB3 Power loss vs. Temperature(Typical)
	MB1/MB3 Static magnetization curves(Typical)
	MB1/MB3 Power loss vs. Flex density(Typical)
	MB4/MBT1 Power loss vs. Temperature(Typical)
	MB4/MBT1 Static magnetization curves(Typical)
	MB4/MBT1 Power loss vs. Flex density(Typical)
	Ferrite cores
	EE Cores Shapes and dimensions
	EE Cores AL value, Core parameters
	EI Cores Shapes and dimensions
	EI Cores AL value, Core parameters
	Bobbins for EE /EI cores
	Bobbins for EE / EI Dimensions
	EER Cores Shapes and dimensions
	EER Cores AL value, Core parameters
	EERS Cores Shapes, Dimensions, Characteristics
	EIR Cores Shapes and dimensions
	EIR Cores AL value, Core parameters
	Bobbins for EER/EIR Shapes
	Bobbins for EER/EIR Dimensions
	EEH Cores Shapes and dimensions
	EEH Cores AL value, Core parameters
	EEPA Cores Shapes
	EEPA Cores Shapes, Dimensions, Characteristics
	Bobbins for EEPA
	BPA9AD8（BPA9A Core）
	BPA25BP11（BPA25BCore）
	BPA19AP11（BPA19ACore）
	BPA25AP11（BPA25ACores）
	BPA26AP11（BPA26TCores）
	BPA27AP11（BPA27ACores）

	EEPC Cores Shapes
	EEPC Cores Shapes, Dimensions, Characteristics
	EES Cores Shapes, Dimensions, Characteristics
	EEP Cores Shapes, Dimensions, Characteristics
	EERM Cores Shapes and dimensions
	EERM Cores AL value, Core parameters
	EERX Cores Shapes and dimensions
	EERX Cores AL value, Core parameters


	Low power loss for high frequency material characteristics
	Characteristics
	MC2 Permeability vs. Frequency(Typical)
	MC2 Permeability vs. Temperature(Typical)
	MC2 Power loss vs. Temperature(Typical)
	MC2 Power loss vs. Frequency (Typical)
	MC2 Static magnetization curves(Typical)
	MC2 Saturation flux density vs. Temperature(Typical)
	MC2 Power loss vs. Flex density(Typical)
	Ferrite Cores
	EEPA Cores Shapes
	EEPA Cores Shapes, Dimensions, Characteristics
	Bobbins for EEPA Cores
	BPA9AD8（BPA9A Cores）
	BPA25BP11（BPA25B Cores）
	BPA19AP11（BPA19A Cores）
	BPA25AP11（BPA25A Cores）
	BPA26AP11（BPA26T Cores）
	BPA27AP11（BPA27A Cores）

	EEPC Core Shapes
	EEPC Cores Shapes, Dimensions, Characteristics


	EMI prevention/EMC and pulse transformer
	High u material 
	Characteristics
	Permeability vs. Frequency(Typical)
	Impedance vs, Frequency (Typical)
	Permeability vs. Frequency(Typical)
	Saturation flux density vs. Temperature(Typical)
	Static magnetization curves(Typical)
	Ferrite Cores
	UU Cores Shapes and dimensions
	UU Cores AL value, Core parameters
	UT Cores Shapes, Dimensions, Characteristics
	ET Cores Shapes and dimensions
	ET Cores AL value, Core parameters
	R(Toroidal) Cores Shapes and dimensions
	R (Toroidal)  Cores AL value, Core parameters
	R(Toroidal) Cores Shapes and dimensions
	R(Toroidal)  Cores AL value, Core parameters



	ADSL modem's transformer
	High performance low THD materials
	Characteristics
	THD vs. Temperature(Typical)
	Permeability vs. Temperature(Typical)
	Permeability vs. Frequency(Typical)



	Ferrite cores
	for Power Supply
	Low power loss material
	EE Cores Shapes and dimensions
	EE Cores AL value, Core parameters
	EI Cores Shapes and dimensions
	EI Cores AL value, Core parameters
	Bobbins for EE / EI Cores Shapes
	Bobbins for EE / EI Cores Dimensions
	EER Cores Shapes and dimensions
	EER Cores AL value, Core parameters
	EERS Cores Shapes, Dimensions, Characteristics
	EIR Cores Shapes and dimensions
	EIR Cores AL value, Core parameters
	Bobbins for EER/EIR Core Shapes
	Bobbins for EER/EIR Cores Dimensions
	EEH Cores Shapes and dimensions
	EEH Cores AL value, Core parameters
	EEPA Cores Shapes
	EEPA Cores Shapes, Dimensions, Characteristics
	Bobbins for EEPA Cores
	BPA9AD8（BPA9A Cores）
	BPA25BP11（BPA25BCores）
	BPA19AP11（BPA19ACores）
	BPA25AP11（BPA25A  Cores）
	BPA26AP11（BPA26T Cores）
	BPA27AP11（BPA27A Cores）

	EEPC Cores Shapes
	EEPC Cores Shapes, Dimensions, Characteristics
	EES Cores Shapes, Dimensions, Characteristics
	EEP Cores Shapes, Dimensions, Characteristics
	EERM Cores Shapes and dimensions
	EERM Cores AL value, Core parameters
	EERX Cores Shapes and dimensions
	EERX Cores AL value, Core parameters
	Low power loss material characteristics

	Low power loss for high frequency material characteristics
	EEPACores Shapes
	EEPA Cores Shapes, Dimensions, Characteristics
	Bobbins for EEPA Cores
	BPA9AD8（BPA9A Cores）
	BPA25BP11（BPA25B Cores）
	BPA19AP11（BPA19A Cores）
	BPA25AP11（BPA25A Cores）
	BPA26AP11（BPA26T Cores）
	BPA27AP11（BPA27A Cores）

	EEPC Cores Shapes
	EEPC Cores Shapes, Dimensions, Charactaristics
	Low power loss for high frequency material characteristics


	EMI prevention/EMC and pulse transformer
	UU Cores Shapes and dimensions
	UU Cores AL value, Core parameters
	UT Cores Shapes, Dimensions, Characteristics
	ET Cores Shapes and dimensions
	ET Cores AL value, Core parameters
	R(Toroidal) Cores Shapes and dimensions
	R(Toroidal)  Cores AL value, Core parameters
	R(Toroidal) Cores Shapes and dimensions
	R(Toroidal)  Cores AL value, Core parameters
	High u material charactaristics


	Ordering infomations


